
Installation guide 
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• For indoor use only.
• Product installation must be carried out by a qualified professional.
• Before installing make sure, that electrical power is turned OFF.
• Before installing make sure, that the fixing area can bear the total weight of the luminaire.
• Pay attention to polarity when connecting (installing) the product.
• Do not operate if the luminaire has been damaged.
• To protect the surface from dirt and fingerprints, we recommend the use of protective gloves during installation.
• Product warranty does not cover any damage caused by faulty installation and/or misuse.
• For further information, please contact the manufacturer.

11

HOLECTRON   |   Salininku st. 84, LT-02223 Vilnius, Lithuania   |   Email: info@holectron.com   |   www.holectron.com 1/2

12

8 9

CONNECT

PARENT TO CHILD 

Insert screws and tighten 3/4 of the way

Fully tighten the mounting screws, 
making sure that tightness between 
screws is uniform as you progress.

MAINS PASS-THROUGH WIRING

Connect all profiles

Screw in the holder

Pay attention to the cable when 
removing the rear cover
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CONNECT

LED A LED A

1
2 3

N

1
N

3
2

1
N

3
2

1
N

3
2



CABLE CONNECTING

CABLE CONNECTING

TO LIFT
LUMINAIRE

TO LOWER
LUMINAIRE

Gradually click in top covers

16 17 18

19 20 21

22

PRESS 

PULL

PULL
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INSTALLATION COMPLETED

T85      SLK5     400V

Line (brown)

Protective earth (green/yellow)

DA- (gray)
DA+ (black)

Line (brown)

Protective earth (green/yellow)

WIRING

NON-DIMMABLE

DALI

Neutral (blue)

Neutral (blue)
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